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CONTROLS

WE Series

WE-350

The WE-350 Electric Actuator is specifically
designed to operate small size ball valves
(1" and less), dampers and other
quarter-turn devices.

Features

= Compact and light weight

= High resistance to corrosion due to hard
anodizing on inside and outside with
polyester powder coating on external
surface

= Multi-voltage (85-265VAC/1PH, 24VDC)

= Standard space heater (0.5W)

= Weather proof (IP67)

= Push Button and Manual lever

= Wide, easy mounting base standard to ISO 5211
(FO3/F04/F05)

= (2) Operational & (2) Auxillary,
Open / Close, SPDT, 6A 125/250VAC

= Captive cover bolts

= Mechanical position indicator & LED lamp indicators
(Open/Close)

Construction

Manual Push Button

Cable entry & Cable Full close lamp (green)

24 AWG, 11 conductor 1/4" dia.
Standard Wire length: 4714"w
PG11 CABLE GLAND

Full open lamp (red)

Indicator
Main board

4 Limit Switches

Aux. Close Limit Switch (ACLS)-Black
Aux. Open Limit Switch (AOLS)-White
Close Limit Switch (CLS)-Green

Open Limit Switch (OLS)-Red 4 Captive cover bolts

Manual lever holder — —_@»”

\1

Mounting base (ISO 5211)
FO3, FO4, FO5




Maximum | Operating
Type Output lime Mounting Size
Torque 60/50 Hz

Supply Power & Rated Current (A) Duty Cycle Manual
60/50Hz, 1 Phase IEC34-1 P

Angle

ISO 5211 110VAC 220VAC 24VDC

Dimensions

Wiring Connection



